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         PRODUCT DESCRIPTION
A clean update to the fixed rail track fixture, the Tailor features machined aluminum heads finished in Satin Nickel or Black
that swivel to direct the light where it's needed most. Great for family rooms and multi-family applications.

MEASUREMENTS
DIMENSION :  34'' L  x 5'' W  x 5.75'' H
MAX OAH :  5'' W  x 1.2'' H
HANGING WEIGHT :  2.51 lb
LAMPING
INPUT VOLTAGE : 120-277V
LUMENS :  1,820 Rated (1,580 Del.)
BULB :  7W LED PCB Integrated , 28W Total
BULB INCLUDED : (Integrated)
DIMMABLE : ELV at 120V
CRI : 90 CRI
COLOR_TEMP : 3000K
LIGHTING_DIRECTION : Directional

   

FINISHES OPTION

Black (BK)

Satin Nickel (SN)

White (WT)

MATERIAL
Steel+Aluminum

RATINGS
cETLus
Damp Location

     

ADDITIONAL
INSTALL UP/DOWN: Up/Down
RATED LIFE 40000 Hours
OPERATING TEMPERATURE:
-20°C (-4°F), 40°C (104°F)

PHOTOMETIC: Report Found Online

Always consult a qualified electrician before installing any lighting product.


